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COMPANY HISTORY
COMPANY HISTORY

W ith over twenty-five years of experience in the manufactur-
ing and distribution of cable and connectivity products,

Gepco continues to be committed to product development and
personal involvement with its customers and the industry.  

Exclusively focused on cabling technology for professional audio
and video applications, Gepco’s product line began with its multi-
pair series of cables.  The product line soon grew to contain pre-
cision-grade video coax, including the first low-loss, gas-injected
coax for serial digital video applications.  Over the past three
decades, Gepco has grown from a single product line to a com-
plete range of professional audio and video cabling technology
with international sales and distribution.

In addition to Gepco manufactured products, Gepco
also stocks and distributes items such as connectors,
tooling, and patchbays.  By combining the extensive
component and cable resources with Gepco’s in-
house manufacturing capabilities, custom cable as-
semblies and panel fabrication were soon added.

Together, this unique hybrid of manufac-
turing and distribution capabilities allows
Gepco to be a true one-source supplier
for cable and interconnect products.

As Gepco begins its next quarter of a cen-
tury as the leading manufacturer of
audio/video cabling solutions, the com-
pany continues to embrace advancing
technology to ensure that it consistently

provides the professional industry with
innovative design, reliability and unparalleled

quality products. 



PROFESSIONAL SERVICE AND SUPPORT
With over twenty-five years in servicing the broadcast, professional A/V, and now resi-
dential markets, Gepco provides industry-leading customer service and support for
a comprehensive range of cable and interconnect products.

EXTENSIVE INVENTORY
Gepco's extensive stocking inventory and special order capabilities
provide a complete array of interconnect solutions for any resi-
dential or commercial A/V installation.

EXPERT PRODUCT KNOWLEDGE
Gepco's highly trained sales and technical support
departments deliver exceptional product knowl-
edge.  Professional engineers, installers, and
consultants consistently rely on Gepco for the
latest application recommendations and
technical support in cable and interconnect
technology.

RAPID SHIPPING AND ORDER FULFILLMENT
Most orders can be shipped the same or next day from
Gepco's Chicago, IL, area or Burbank, CA,  ware-
house locations.  Orders can be shipped via UPS,
FedEx, or by a variety of ground or air carriers for larger,
heavy weight shipments.  In addition to domestic shipments,
Gepco can also ship to almost any international location.

AUTHORIZED DISTRIBUTOR FOR:

INDUSTRY-LEADING SUPPORT, INVENTORY, AND PRODUCT KNOWLEDGE
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Speaker Cable: Low-loss OFC

Mechanical Specifications

Part #
# of 
Conductors Nominal OD

Conductor
(Type, DCR)

Insulation
(Type, Wall Thick,
Color Code)

Jacket
(Type, Color)

UL
Type

Approx.
Weight

162OFC65 2 .236”
16 AWG (65x34)
Oxygen-free BC,
4.0 S/Mft

PVC, .010”,
Black & Red PVC, White CL3/PLTC or CM 37 lbs/Mft

16 AWG x 2 High Resolution OFC Speaker Cable

164OFC65 4 .272”
16 AWG (65x34)
Oxygen-free BC,
4.0 S/Mft

PVC, .010”,
Black, White, Red, Green PVC, Teal CL3/PLTC or CM 61 lbs/Mft

16 AWG x 4 High Resolution OFC Speaker Cable

142OFC105 2 .268”
14 AWG (105x34)
Oxygen-free BC,
2.5 S/Mft

PVC, .012”,
Black & Red

PVC, 
White or Violet CL3/PLTC 52 lbs/Mft

14 AWG x 2 High Resolution OFC Speaker Cable

144OFC105 4 .312”
14 AWG (105x34)
Oxygen-free BC,
2.5 S/Mft

PVC, .012”,
Black, White, Red, Green PVC, Blue CL3/PLTC 89 lbs/Mft

14 AWG x 4 High Resolution OFC Speaker Cable

Multi-purpose Jacket

Flexible, low-friction, easy-to-strip, 
direct burial, sunlight resistant, 
and UL rated

Premium PVC Dielectric

Reduces high frequency attenuation 
and is easy to strip

Oxygen-free Copper Conductors

High purity 99.999% OFC copper 
maximizes conductivity

99.999% OFC Copper

High-purity oxygen-free copper maximizes
conductivity and is corrosion resistant.

FEATURES  &  BENEF I TS

Wide Frequency Response

Premium-grade PVC dielectric reduces
frequency-based cable attenuation.

Direct Burial and Sunlight Resistant

Multi-purpose jacket is flexible, easy to strip, sunlight
resistant and suitable for direct burial applications.

Two and Four-conductor Versions

Available in two or four-channel versions for use
in single or dual-channel/wire configurations.

UL Rated for Permanent Installation

Flame retardant and UL rated construction permits
installation in conduit or in-wall locations.

OFC Speaker Cable for High Resolution
Amplifier-to-Speaker Interconnects

The Low-loss OFC series of speaker cables is a versatile and high
performance cabling solution for home theater and residential
audio applications.  Available in multiple gage and conductor
versions, the Low-loss OFC series features a UL rated, direct bur-
ial and sunlight-resistant construction that is suitable for installa-
tion in a variety of locations.

These cables feature densely stranded, oxygen-free conductors
and premium-grade PVC dielectrics.  These materials ensure
maximum power transfer, imaging, and dampening performance
by maximizing conductivity and reducing attenuation.

The Low-loss OFC series has several time-saving, installer
friendly features.  The jacket is constructed from a color-coded,
low-friction, easy-to-strip PVC compound that is easy to install
and terminate.  In addition, incremental footage markers are
provided for quick measurement.
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Mechanical Specifications

Part #
# of
Conductors

Nominal
OD

Conductor
(Type, DCR)

Insulation
(Type, Wall Thick,
Color Code)

Jacket
(Type, Color)

UL
Type

Approx.
Weight

162SSA65 2 .222”
16 AWG (65x34)
Stranded BC,
4.0 S/Mft

PVC, .010”,
Red & Black PVC, White CM & CL3 37 lbs/Mft

16 AWG x 2 Speaker Cable

164SSA65 4 .250”
16 AWG (65x34)
Stranded BC,
4.0 S/Mft

PVC, .009”,
Black, White, Red, Green PVC, White CM & CL3 61 lbs/Mft

16 AWG x 4 Speaker Cable

142SSA41 2 .252”
14 AWG (41x30)
Stranded BC,
2.5 S/Mft

PVC, .011”,
Black & Red PVC, White CL3 52 lbs/Mft

14 AWG x 2 Speaker Cable

144SSA41 4 .297”
14 AWG (41x30)
Stranded BC,
2.5 S/Mft

PVC, .012”,
Black, White, Red, Green PVC, White CL3 89 lbs/Mft

14 AWG x 4 Speaker Cable

122SSA105 2 .306”
12 AWG (105x32)
Stranded BC,
1.5 S/Mft

PVC, .011”,
Black & Red PVC, White CL3 66 lbs/Mft

12 AWG x 2 Speaker Cable 

124SSA105 4 .364”
12 AWG (105x32)
Stranded BC,
1.5 S/Mft

PVC, .011”,
Black, White, Red, Green PVC, White CL3 120 lbs/Mft

12 AWG x 4 Speaker Cable

Speaker Cable: Low-loss SSA

Multi-purpose Jacket

Flexible, low-friction, easy-to-strip, 
direct burial, sunlight resistant, 
and UL rated

Premium PVC Dielectric

Reduces high frequency attenuation 
and is easy to strip

Bare Copper Conductors

Densely stranded, bare copper 
maximizes conductivity

High-strand Bare Copper

Densely stranded, bare-copper conductors maximize
conductivity and are more cost effective.

FEATURES  &  BENEF I TS

Wide Frequency Response

Premium-grade PVC dielectric reduces
frequency-based cable attenuation.

Direct Burial and Sunlight Resistant

Multi-purpose jacket is flexible, easy to strip, sunlight
resistant and suitable for direct burial applications.

Two and Four-conductor Versions 

Available in two or four-channel versions for use
in single or dual-channel/wire configurations.

Precision Speaker Cable for High Resolution
Amplifier-to-Speaker Interconnects

UL Rated for Permanent Installation

Flame retardant and UL rated construction permits
installation in conduit or in-wall locations.

The Low-loss SSA series of speaker cables is a more cost effec-
tive and versatile cabling solution for home theater and residen-
tial audio applications.  Available in multiple gage and
conductor versions, the Low-loss SSA series features a UL rated,
direct burial and sunlight-resistant construction that is suitable for
installation in a variety of locations.

The SSA Series features a premium-grade PVC dielectric, with
more economical, bare-copper conductors.  These materials en-
sure maximum power transfer, imaging, and dampening per-
formance by maximizing conductivity and reducing attenuation.

The Low-loss SSA series has several time-saving, installer friendly
features.  The jacket is constructed from a color-coded, low-fric-
tion, easy-to-strip PVC compound that is easy to install and ter-
minate.  In addition, incremental footage markers are provided
for quick measurement.


