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After more than 50 years of 

hosting performances under an

open-air, circus-style big top, the

California Musical Theatre’s

Music Circus, part of the H Street

Theatre Project, recently received

a well-deserved face-lift. Located

in Sacramento, the musical 

company recently unveiled Wells

Fargo Pavilion, a new 2,200-seat

theatre-in-the-round, which was

practically built on the same spot

where the old canvas tent stood.

Each year, over 100,000 people

attend the summer stock 

performances, which this year

will include The Wizard of Oz,

Oklahoma, The Pirates of

Penzance and Footloose.  

Inside the new theatre, 

audience members can now

enjoy exceptional performances

in a more comfortable environ-

ment featuring newly installed

seating, air conditioning and

enhanced lighting.  Due to possi-

ble audio problems presented by

the new, hard-walled circular

structure, special attention was

dedicated to improving the

acoustical environment.  Enter

Audio Analysts and Gepco

International.  
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GEPCO Cables Help to Overcome Theatre-in-the-Round Challenges

The Audio Analysts team 

performed the entire installation

of the audio system — connect-

ing the new theater with 75

Meyer Sound loudspeakers

using 1800S Shielded Speaker

cables, 61801EZ single-pair

audio cables and Neutrik 4-pole

Speak-on connectors, all of

which were supplied by Gepco

International.  To ensure consis-

tent coverage for each audience

member, regardless of where

they are seated, the final config-

uration features loudspeakers

distributed in concentric circles

for 360-degree coverage.    

Auditorium Interior



"Over the years we’ve used

Gepco cables in a variety of

applications including broadcast

and live sound, and we’ve

always had good results with it,"

states Greg Horn, director of

engineering for Audio Analysts.

"Gepco cables are flexible, easy

to work with and the quality

control has always been 

excellent."  

Along with overhauling the 

theater’s entire sound system,

Audio Analysts built a video

monitor system backstage, 

utilizing VSD2001 High

Definition Video Coax cables,

King’s BNC connectors and

video patchbays courtesy of

Gepco. The video monitor 

system is an integral tool in 

theatre-in-the-round produc-

tions, as it helps provide direc-

tion to those "backstage."

Without a backstage, the 

stagehands rely on the video

monitors to let them know when

the "players" have left the stage,

thereby giving them their cue to

clear the stage of props,

sets, etc.    

"Live performance venues

demand an exceptionally high

level of dependability," stated

Scott Fehl, Gepco’s product and

marketing manager.  "While a

successful performance for the

actor and musician is based on

a number of factors — including

appearance, familiarity with the

material, energy-level, etc. — 

for the audio/video systems, 

success is judged on signal

transparency and reliability.  A

successful performance for

Gepco is when the audio and

visual content is delivered to the

audience seamlessly and with-

out degradation.  The audience

shouldn’t give the technical

equipment or interconnect sys-

tem a second thought, their

complete attention should be

dedicated to the performance.

All Gepco audio and video

cables have been engineered to

Gepco Multi-pair



deliver low-noise, maximum sig-

nal transfer, and accurate data

transmission.  We’re excited to

be a part of the exceptional per-

formances hosted at the H Street

Theatre."  

According to the California

Musical Theatre Web site, “The

Wells Fargo Pavillion is the signa-

ture feature of the H Street

Theatre Project, a cooperative

effort between the City and

County of Sacramento, 

California Musical Theatre 

(producer of Music Circus),

Sacramento Theatre Company,

the business community and

loyal audience members.”
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Featured Products:

For More Information:

Corporate Headquarters and Main Warehouse
1770 Birchwood Avenue,  Des Plaines, IL   60018
800-966-0069 • PH 847-795-9555 • FX 847-795-8770
www.gepco.com • email: gepco@gepco.com

Branch Office and Warehouse
1000 N. Lake Street, Burbank, CA   91502
PH 818-569-5222 • FX 818-569-5226

Single-pair Audio

Part # Conductors 
# of
Pairs

Nominal
OD

Insulation
(type, wall thick)/
Color Code/
Capacitance

Drain
Wire Shield Jacket

Jacket
Colors

UL
Type

Approx.
Weight

61801EZ
22 AWG (7x30)
Stranded TC
DCR 15.3 Ω/Mft 

1 .138”
PE, .008”/Red & Black/
34 pF/ft between
conductors

22 AWG (7x30)
Stranded TC
DCR 15.3 S/Mft

100% Foil
(Bonded) PVC

Black, Brown, Red,
Orange, Yellow, Green,
Blue, Violet, Gray, White
Pink, Pumpkin, Tan, 
Lime Green, Royal Blue,
Teal, Plum, Chrome,
Mediterranean Green,
Navy Blue

CMR 15
lbs/Mft

Shielded Speaker Cable

Part #
# of
Pairs

Nominal
OD Conductor

Insulation
(type, wall thick)/
Color Code Shield

Drain
Wire

Jacket
(type, colors)

UL
Type

Approx.
Weight

1800S 1 .214”
18 AWG (16x30)
Stranded TC
DCR 6.7 Ω/Mft

PE, .018”/Clear & Black 100% Foil
18 AWG (16x30)
Stranded TC
DCR 10.5 Ω/Mft

PVC, Gray CM 32 lbs/Mft

HD/SDI Coax 
Nominal Atten.

Part #
Nominal
OD Conductor

Insulation
(type, OD) Shield 

Jacket
Type

UL
Type Impedance 

Return Loss
(100kHz-1GHz),
(1GHz-3GHz)

Vel.
of
Prop.

(dB per 100 ft.)
360
MHz

1
GHz

3
GHz

VSD2001 .272” 18 AWG Solid BC
DCR 6.4 Ω/Mft

Gas-injected
Foam PE, .180”

95% TC Braid,
100% Foil PVC CMR 75 Ω (+/-2) >23dB, >21dB 83% 3.40 5.87 10.65

Patchbays


