
Sheer Sound's new ultra-low loss HDMI and DVI cables deliv-
er superior performance in    solution based designs for

high-end residential and professional digital video appli-
cations.  The HDMI and DVI formats allow for an all-

digital signal path between the equipment and dis-
plays, thus eliminating the loss and distortion caused

from excessive analog conversion. 

Through use of larger gage conductors and pre-
cision tolerances, Sheer Sound's HDX digital
video cables can achieve greater transmission
distances than conventional types, allowing
installers more options in the placement of
equipment from the display devices.

All Sheer Sound DVI and HDMI cables
come in pre-terminated lengths with all-
metal shells and integrated strain reliefs
for maximum durability and RF rejection.
Available with HDMI, DVI, or hybrid
connector configurations, Sheer
Sound's HDX cable series allows for
easy interfacing within the two formats.
Additionally, connector adapters are
also available for cable extension and
gender conversion.

Ultra-low Loss HDX24 Series Cable with 24 A WG Primary Conductors

Pre-terminated with Connectors 

Flexible Jacket

All-Metal Connector Shells with Integrated Strain R elief

Certified for Extended Distances - up to 48' (15m) at 1080i

Update

NEW PRODUCT
Home Theater & Automation Cable

Specifications

Part # Description Length
Cable
(Type, Diameter) Primary Gage Max. Distance UL Type

HDX/HDMI-
(length in feet)

HDMI Male Connector
(both ends)

8'(2.5m), 15'(5m),
25'(7.5m), 33'(10m),
48'(15m)

HDX24, .390" 24 AWG
HDMI certified for
1080i up to 15m

VW-1

Extended Distance HDMI Digital Video Cable

HDX/D VI- 
(length  in feet)

DVI-D Single Link Male Connector
(both ends)

8'(2.5m), 15'(5m),
25'(7.5m), 33'(10m),
48'(15m)

HDX24, .390" 24 AWG
Up to 15 Meters at
1920x1080
(interleaved 60Hz)

VW-1

Extended Distance DVI-D DigitalVideo Cable

HDX/AD AP-
(length in feet)

DVI-D Single Link Male to HDMI Male
8'(2.5m), 15'(5m),
25'(7.5m), 33'(10m),
48'(15m)

HDX24, .390" 24 AWG
Up to 15 Meters at
1920x1080
(interleaved 60Hz)

VW-1

Extended Distance HDMI to DVI Adapter Cable

Note: Actual measured length is in meters.  Length listed in feet is for reference only.

Note: Two cables cannot be combined to achieve a distance greater than the maximun certified length.

Ultra-low loss HDMI and D VI cable assemblies

Part # Part #

HDA-HF-DM HDMI Female to DVI Male Adapter

HDA-HF-HF HDMI Female to HDMI Female Adapter

HDA-DF-DF DVI Female to DVI Female Adapter

Connector Adapters

Extended DistanceDesigns for Residential
and Professional HDV Digital Video Transmission
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